
Description Focusable LM digital widefield adapter with precision optics for digital 
cameras with interchangeable lens mount systems on microscopes

Camera For digital cameras (DSLR), digital mirrorless system cameras and 
other digital cameras with sensor dimensions such as APS-C, Four 
Thirds (M43), full-frame

The following bayonet adapters are available:
Canon EF-Mount, Canon R-Mount, Nikon F and Z -Mount , Fujifilm X-Mount, Pentax 
K-Mount , Samsung NX-Mount, Sigma Mount, Leica L-Mount, Leica, M-Mount,  
Konica, Minolta, Sony A-Mount, Sony E-Mount

Microscope For microscopes with eyepiece tube or photo tube with an internal 
diameter of 23.2mm, Nikon V-T photo tubes with 42mm ID and 
photo tubes with c-mount connection

Note: Depending on the C-mount factor and sensor dimension, different image field 
sizes result. Compatible C-mount factors:  0.3x to 1x

Optics Integrated anti-reflection coated, planachromatic precision lens with a factor of  4.4x.

Weight / Material Approximately 540g / CNC milled and turned black anodized aluminium

Order code: DSLMTC_4_4X_Pro

©  2024 MICRO TECH LAB (LMscope)

www.LMscope.comMicro Tech Lab

Application example: 
Zeiss stereo microscope Stemi 305 with c-mount port 0,7x
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